
The COUPE EN 8 Stainless 
Steel Wedger is a simple, 
effective tool for wedging 
tomatoes, lemons, apples, 
onions, potatoes, and 
similar small fruits and 
vegetables.

• Stainless Steel blade group
 Hardened blades stay sharper, longer.
• Polypropylene body
 For maximum durability
• Simple disassembly for easy cleaning
• Dishwasher safer
• Removable and interchangeable blades
 Polypropylene inner sleeve keeps blades 

correctly aligned.
• Blades can be reground by user
 (with use of optional AFFU-M sharpener)

Stainless Steel Wedger
COUPE EN 8

Medium Duty; Manual operation



Description
The COUPE EN 8 Stainless Steel Wedger is 
a simple but versatile manual wedging tool 
designed to handle a wide range of small 
fruits and vegetables.
The machine is made up of three main 
components:
1. the pusher assembly
2. the blade housing
3. the tripod stand

Before using the COUPE EN 8
1. Ensure that the COUPE EN 8 is 

positioned on a solid and flat surface, 
and at a height that allows the operator 
to push down on the pusher assembly 
without undue strain.

2. Ensure that the two blade housing 
securing screws (with the “wing-nut” 
heads on either side of the upper 
section of the tripod stand) are firmly 
screwed in.

3. Ensure that a suitable container or dish 
is positioned beneath the machine to 
collect the wedged pieces after they 
pass through the blades.

Operating the COUPE EN 8
WARNING: The blade group is exposed 
once the pusher assembly is lifted clear 
of the blade housing, and the blade edges 
face upward. DO NOT place fingers in the 
top of the blade assembly UNDER ANY 
CIRCUMSTANCES
1. Raise the pusher assembly until one of 

the pusher guides clears its guide hole 
(the other guide is secured and will 
not slide out), and swing the assembly 
counter-clockwise to leave the top of 
the blade housing open.

2. Carefully position the foodstuff to be 
wedged in the top of the blade housing 
so that it just comes into contact with 
the upper blade group.

 (Check the position to ensure the item 
wedges evenly through its centre line)

3. Swing the pusher assembly clockwise 
back over the top of the blade housing, 
locate the pusher guide in its guide 
hole and lower the assembly so 
that the pusher prongs contact the 
foodstuff.

Using and maintaining the COUPE EN 8 
Stainless Steel Wedger
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4. Applying steady, even pressure, push 
down on the pusher handle to force the 
foodstuff all the way through the blade 
groups, until the wedged foodstuff 
drops from beneath the blade housing.

5. Repeat steps 1 - 4 as often as needed.
Changing blade configuration
WARNING: The blade group is exposed  
during this procedure. Use extreme 
caution in handling the blades. 
1. Undo the guide securing screw (located 

to the side and underneath the blade 
housing), and withdraw the complete 
pusher assembly.

2. Undo and remove the two blade 
housing securing screws on either side 
of the body of the COUPE EN 8 and 
withdraw the blade housing upward.

3. The blade housing is a two piece unit, 
comprising the outer housing and a 
push-fit inner section that mounts the 
blades. Carefully separate the inner 
section from the outer by drawing it 
from below.

 DO NOT attempt to apply pressure 
directly to the blades from above as 
injury may result.

4. Once separated, place the inner section 
on a flat surface with the blade locating 
slots uppermost.

 The blades are arranged vertically in 
two groups of two. The blades of each 
group interlock to form a cross, and 
the lower group is offset to halve the 
quartered wedges cut by the upper 
group.

5. CAREFULLY withdraw the upper blade 
group by firmly pinching either end of 
one of the blades ON ITS SIDES and 
pulling up. The blade should move 
without sticking.

 Repeat until all blades are removed.
6. For quartered wedges, replace only 

the upper blade group. Take the blade 
with the locating slot in 
base of the “V” (1) and 
slide it into one pair of 
the upper blade guides. 
Take the blade with the 
locating slot at the point 
of the “V” (2) and slide 

it into the other pair of upper blade 
guides so that the two blades interlock.

7. With the blades positioned, slide the 
inner section back into the outer 
housing, being sure to align the 
securing holes.

8. Place the complete housing in the 
body of the unit, being sure to align 
the securing holes. Fit and tighten the 
securing screws.

9. Replace the pusher assembly and fit 
and tighten the guide securing screw.

10. Swing the pusher assembly clockwise 
until the other guide post is located in 
its guide hole and lower the assembly.

11. The COUPE EN 8 is now ready to 
produce quartered wedges. 
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BRICE HEAD OFFICE:
11 Holloway Drive,  

Bayswater, Victoria 3153 Australia

Ph: 1300 664 880
www.briceaust.com.au 
email: info@briceaust.com.au

Brice Australia Pty. Ltd. ABN 71 413 589 669 
100% Australian owned and operated
Copyright ©2017 Brice Australia Pty. Ltd.

Specifications
Width: 250mm
Depth: 210mm
Height: 460mm (310mm height closed)
Net weight: 1.6kg


